MIL-H-11190/3
17 July 1970

MILITARY SPECIFICATION SHEET

HEADSET, ELECTRICAL
AND
HEADSET-MICROPHONES
HEADSET-ELECTRICAL TYPE H 113( )/U

The camplete requirements for procuring the headset described herein shall
consist of this document and the latest issue of Specification MIL-H-11190

This spectficalion 1s mandatory for use by all De-
partments and Agencies of the Department of Defense

HEADBAND ASSEMBLY:
HEADBAND COVER
MACHINE BOLT
EARCUSHION
EARPHONE
ELEMENT
/-HEX HEAD SCREW
A4
AR
b
MOUNTING AND STOP
ASSEMBLY
E CABLE ASSEMBLY
P:

PLUG-TELEPHONE
(PJ-054B)

FIGURE 1. H-113( )/U assembly.
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PLUG - TELEPHONE
(FOR EARPHONES)

Figure 2, H-13/U wiring diagram




REQUIREMENTS-

Design and construction.

Custodians:
Army - EL
Navy - EC
Air Force - 17

Review activities:
Army - EL
Navy - EC
Air Force - 17, 70
DSA - ES

MIL-H-11180/8

See figures 1 and 2.

Preparing activity:

Army - EL
Agent:
DSA - ES
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